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Control Valve Product Range

Valve Nominal Size Type Suitable Actuators

Cv Inches DN [mm] 2-way NPT Spring Return Non-Spring Return

0.29 ½ 15 B215HT029

TF
 S

er
ie

s

TR
 S

er
ie

s

LR
 S

er
ie

s

0.46 ½ 15 B215HT046

0.73 ½ 15 B215HT073

1.16 ½ 15 B215HT116

1.86 ½ 15 B215HT186

2.90 ½ 15 B215HT290

4.55 ½ 15 B215HT455*

1.86 ¾ 20 B220HT186
LF

 S
er

ie
s

2.90 ¾ 20 B220HT290

4.64 ¾ 20 B220HT464

7.31 ¾ 20 B220HT731

9.28 ¾ 20 B220HT928

13.20 ¾ 20 B220HT1320

4.64 1 25 B225HT464

7.31 1 25 B225HT731

11.60 1 25 B225HT1160

18.56 1 25 B225HT1856

28.00 1 25 B225HT2800
* modified equal percentage

High Temperature Characterized Control Valves Product Range
B2..HT.., 2-way

Actuator Specifications
Control type	 On/Off, Floating Point, 2-10 VDC	
		  Multi-Function Technology (MFT)
Manual override	 (only LR, TR Series)
Electrical connection	 3 ft [1m] cable with  
		  ½” conduit fitting (except TR)

Valve Specifications
Service	 potable or hot water, 
		  60% glycol, steam
Flow characteristic	 A-port equal percentage
Controllable flow range	 75°
Sizes	 ½” - 1”
Type of end fitting	 NPT female ends
Materials					   
	 Body	 brass (DZR) P-CuZn35Pb2	
	 Ball	 stainless steel		
	 Stem	 stainless steel		
	 Seats	 Tefzel®			 
	 Characterizing disc	 Tefzel®			 
	 Packing	 EPDM O-rings
Pressure rating	 600 psi 
Media temp range					   
	 Steam	 250°F			 
	 Water	 60°F to 266°F
Close off pressure	 200 psi
Maximum differential	 60 psi partially open ball 
	 pressure (DP)	 116 psi full open only      	
		  (Model #B215HT455) 
	 Steam	 15 psi
Maximum inlet pressure	
	 Steam 	 15 psi
Leakage	 bubble tight 0% 
Cv rating	 see product 		
		  chart for values

Applications
• �Water/low pressure steam control of air handling 
	 apparatus in ventilation and air-conditioning systems
• District heating
• Humidifier

Mode of Operation
The control valve is operated by an electronic actuator that 
responds to a standard voltage for on/off control, by a 
proportional VDC/4…20 mA, or 3-point control system. The 
actuator will then move the ball of the valve to the position 
dictated by the contol signal and change the flow.

Product Features
Equal-percentage characteristic of the flow; models with * 
have modified equal percentage characteristic.

Equal percentage 
characteristic
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Control Valve Product Range

Zone Valve Product Range 
2-way and 3-way

2-way

Valve Nominal Size Type Suitable Actuators

Cv Inches DN [mm] NPT Sweat Normally Closed Normally Open

1 ½ 15 ZONE215N-10 ZONE215S-10

Zo
ne

Zo
ne

 (w
ith

 S
w

itc
h)

Zo
ne

Zo
ne

 (w
ith

 S
w

itc
h)

2.5 ½ 15 ZONE215N-25 ZONE215S-25

3.5 ½ 15 ZONE215N-35 ZONE215S-35

3.5 ¾ 20 ZONE220N-35 ZONE220S-35

5 ¾ 20 ZONE220N-50 ZONE220S-50

8 1 25 ZONE225N-80 ZONE225S-80

3-way

Valve Nominal Size Type Suitable Actuators

Cv Inches DN [mm] NPT Sweat Normally Closed Normally Open

1 ½ 15 ZONE315N-10 ZONE315S-10

Zo
ne

Zo
ne

 (w
ith

 S
w

itc
h)

Zo
ne

Zo
ne

 (w
ith

 S
w

itc
h)2.5 ½ 15 ZONE315N-25 ZONE315S-25

3.5 ½ 15 ZONE315N-35 ZONE315S-35

3.5 ¾ 20 ZONE320N-35 ZONE320S-35

5 ¾ 20 ZONE320N-50 ZONE320S-50

8 1 25 ZONE325N-80 ZONE325S-80

Actuator Specifications
Control type	 On/Off, Diverting	
Manual override	 (only NC versions)
Electrical connection	 6” [15cm] wire lead 120 V;  
		  18” [45 cm] wire lead 24 V

Valve Specifications
Service	 chilled or hot water,  
		  50% glycol
Flow characteristic 
      Two-way	 On/Off 
      Three-way	 On/Off, Diverting 
      Sizes	 ½”, ¾” and 1”
Type of end fitting	 NPT female ends or sweat
Materials				  
	 Body	 forged brass		
	 Stem	 stainless steel		
	 Seals	 EPDM
Pressure rating	 300 psi
Media temp range	 32°F to 212°F [0°C to 100°C]
Close off pressure	 20-75 psi
Leakage	 ANSI Class III 0.1%
Cv rating	 see product chart for values

Applications
• �Fan coil units and baseboards where fail safe operation  

or 2-wire control is required
• Hydronic systems with variable or constant flow

Mode of Operation
Zone valves provide a convenient way to create individual 
zones or equipment isolation in a hydronic system. 
Utilizing one pump along with multiple zone valves, flow 
can be started, stopped, or diverted through the system  
to provide individual room or area comfort control and 
energy savings.

Product Features
Zone valve is designed to fit in compact areas where on/off 
control is required using 24 VAC or 120 VAC.
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Control Valve Product Range

Globe Valve Product Range 
G2... G3.., 2-way and 3-way, NPT

Valve Nominal Size Type Suitable Actuators

Cv Inches DN [mm] 2-way  NPT 3-way  NPT Non-Spring Return Spring Return

0.4 ½ 15 G212 –

LM
 S

er
ie

s

NV
 S

er
ie

s

LF
 S

er
ie

s

NV
F 

Se
rie

s

1.3 ½ 15 G213 –

2.2 ½ 15 G214 –

4.4 ½ 15 G215 –

0.4 ½ 15 G212S –

1.3 ½ 15 G213S –

2.2 ½ 15 G214S G314

4.4 ½ 15 G215S G315

4.4 ½ 15 – G315D

5.5 ¾ 20 G219 –

7.5 ¾ 20 G220 –

5.5 ¾ 20 G219S –

7.5 ¾ 20 G220S G320 

7.5 ¾ 20 – G320D

10 1 25 G224 –

NM
 S

er
ie

s

NF
 S

er
ie

s

AF
 S

er
ie

s

14 1 25 G225 –

10 1 25 G224S –

14 1 25 G225S G325 

14 1 25 – G325D

20 1¼ 32 G232 –

NM
 S

er
ie

s

NF
 S

er
ie

s AF
 

Se
rie

s

20 1¼ 32 G232S G332 

20 1¼ 32 – G332D

28 1½ 40 G240 –

AM
 S

er
ie

s

AF
 

Se
rie

s

28 1½ 40 G240S G340 

28 1½ 40 – G340D

40 2 50 G250 –

AF
 S

er
ie

s

40 2 50 G250S –

41 2 50 – G350 

41 2 50 – G350D

Applications
• �Water-side control of air handling unit in ventilation and 

air-conditioning systems
• Water/Steam control in heating systems

Mode of Operation
The control valve is operated by an electronic actuator that 
responds to a standard voltage for on/off control, by a 
proportional VDC/4…20 mA, 3-point control system. The 
actuator will then move the plug of the valve to the position 
dictated by the control signal thus change the flow.

Product Features
Equal-percentage characteristic of flow for G2, linear 
characteristic for G3.

Actuator Specifications
Control type	 On/Off, Floating Point, 2-10 VDC	
		  Multi-Function Technology (MFT)
Manual override	 all models except LF, NF
Electrical connection	 3 ft [1m] cable with  
		  ½” conduit fitting

Valve Specifications
Service	 chilled or hot water, 60% glycol,  
		  steam (G2, G2S only)
Flow characteristic	 A-port equal percentage G2,	
		  linear G3, G2S, G3D
Sizes	 ½” - 2”
Type of end fitting	 ½” - 2” 
		  NPT female ends
Materials						    
	 Body	 bronze				  
	 Stem	 stainless steel 		
	 Seat	 bronze				  
		  stainless steel: G2..S		
	 Plug	 brass				  
		  stainless steel: G2..S		
	 Packing	 spring loaded TFE: G2, G3	
		  bronze trimmed 
	 Disc	 composition G2, Teflon®  G2...S 
		  None G3
Pressure rating						    
	 G2, G3..., ½”- 2” 	 250 psi
Media temp range	 Refer to valve specification pages 
		  in technical documentation
Maximum inlet pressure 
	 Steam	 15 psi (103 kPa) G2 with NV 
		  35 psi (241 kPa) G2 with rotary 	
		  actuators 
		  50 psi (345 kPa) G2...S with NV 
		  100 psi (690 kPa) G2...S with 
		  rotary actuators
Maximum differential	  
	 pressure (DP) 
	 Water	 35 psi (241 kPa) 
	 Steam	 15 psi (103 kPa) G2 with NV 
		  20 psi (138 kPa) G2 with rotary 	
		  actuators 
		  35 psi (241 kPa) G2...S
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Control Valve Product Range

Globe Valve Product Range								      
G6... 2-way, Flanged Connection							     
				  

Valve 
Nominal 

Size
Type Suitable Actuators

Cv Inches 2-way Flanged Non-Spring 
Return

Spring 
Return

65 2½ G665

NV
G 

Se
rie

s

GM
 S

er
ie

s

AF
 S

er
ie

s

90 3 G680

65 2½ G665S

90 3 G680S

65 2½ G665-250

90 3 G680-250

65 2½ G665S-250

90 3 G680S-250

65 2½ G665C

NV
24

 S
er

ie
s

NF
 S

er
ie

s
90 3 G680C

65 2½ G665CS

65 2½ G665LCS

90 3 G680CS

90 3 G680LCS

170 4 G6100C

GM
 S

er
ie

s

170 4 G6100CS

170 4 G6100LCS

263 5 G6125C

263 5 G6125CS

263 5 G6125LCS

344 6 G6150C

344 6 G6150CS

344 6 G6150LCS

The G...(C)(CS)(LCS) Series valve is a pressure compensated valve that allows high close-off ratings while utilizing 
standard actuation.

Applications
• �Water-side control of air handling unit in ventilation and 

air-conditioning systems
• Water/Steam control in heating systems

Mode of Operation
The control valve is operated by an electronic actuator 
that responds to a standard voltage for on/off control, a 
proportional VDC/4…20 mA, or 3-point control system. The 
actuator will then move the plug of the valve to the position 
dictated by the control signal thus change the flow.

Product Features
Equal-percentage characteristic for G6. Linear characteristic 
for G6...LCS.

Actuator Specifications
Control type	 On/Off, Floating Point, 2-10 VDC	
		  Multi-Function Technology (MFT)
Manual override	 all models
Electrical connection	 3 ft [1m] cable with  
		  ½” conduit fitting

Valve Specifications
Service	 chilled or hot water, 		
		  60% glycol, steam
Flow characteristic 
	 G6	 A-port equal percentage 
	 G6LCS	 linear
Sizes	 2½” - 6”
Type of end fitting	 flanged
Materials				  
	 Body	 cast iron			 
	 Stem	 stainless steel 		
	 Seats	 bronze: G6			
		  stainless steel: G6..S		
	 Packing	 bronze trimmed: NLP		
		  stainless trimmed: TFE V-ring
Pressure rating				  
	 G6, 125# ANSI flange	 125 psi			 
	 G6, 250# ANSI flange	 250 psi
Media temp range	 Refer to valve specification pages 
		  in technical documentation
Maximum inlet pressure 
	 Water	 150 psi (1034 KPa) G6, G6S 
		  250 psi (1724 kPa) G6...250, 	
		  G6S...250 
	 Steam	 35 psi (241 kpa) G6, G6...250 
		  50 psi (345 kpa) G6S, 
		  G6S...250 (NV) 
		  100 psi (690 kPa) G6S, 
		  G6...S-250 (Rotary)
Maximum differential pressure (DP)	  
	 Water	 25 psi (172 kPa) G6, G6...250 
		  50 psi (345 kPa) G6S, G6S...250 
	 Steam	 15 psi (103 kPa) G6, G6...250 
		  50 psi (345 kPa) G6S, G6S...250
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Control Valve Product Range

Globe Valve Product Range								      
G7..., 3-way, Flanged Connection							     
				  

Valve 
Nominal 

Size
Type Suitable Actuators

Cv Inches 3-Way Flange Spring Return  Non-Spring Return

68 2½ G765

AF
 S

er
ie

s

NV
G 

Se
rie

s

GM
 S

er
ie

s

85 3 G780

68 2½ G765S

85 3 G780S

68 2½ G765-250

85 3 G780-250

68 2½ G765S-250

85 3 G780S-250

190 4 G7100

280 5 G7125

340 6 G7150

190 4 G7100S

280 5 G7125S

340 6 G7150S

190 4 G7100-250

280 5 G7125-250

340 6 G7150-250

190 4 G7100S-250

280 5 G7125S-250

340 6 G7150S-250

68 2½ G765D

NV
G 

Se
rie

s

85 3 G780D

190 4 G7100D

280 5 G7125D

340 6 G7150D

68 2½ G765DS

NV
G 

Se
rie

s

85 3 G780DS

190 4 G7100DS

280 5 G7125DS

340 6 G7150DS

68 2½ G765DS-250

NV
G 

Se
rie

s

85 3 G780DS-250

190 4 G7100DS-250

280 5 G7125DS-250

340 6 G7150DS-250

Applications
• �Water-side control of air handling apparatus in ventilation 

and air-conditioning systems
• Water/Steam control in heating systems

Mode of Operation
The control valve is operated by an electronic actuator 
that responds to a standard voltage for on/off control, a 
proportional VDC/4…20 mA, or 3-point control system. The 
actuator will then move the plug of the valve to the position 
dictated by the control signal thus change the flow.

Product Features
Linear characteristic

Actuator Specifications
Control type	 On/Off, Floating Point, 2-10 VDC	
		  Multi-Function Technology (MFT)
Manual override	 all models
Electrical connection	 3 ft [1m] cable with  
		  ½” conduit fitting

 Valve Specifications
Service	 chilled or hot water, 		
		  60% glycol
Flow characteristic	 linear
Sizes	 2½” - 6”
Type of end fitting	 flanged
Materials				  
	 Body	 cast iron			 
	 Stem	 stainless steel 		
	 Seats	 bronze			 
		  stainless steel: G7...S		
	 Packing	 bronze trimmed: NLP		
		  stainless trimmed: TFE V-ring
Pressure rating				  
	 G7, 125# ANSI flange	 125 psi			 
	 G7, 250# ANSI flange	 250 psi
Media temp range	 Refer to valve specification pages 
		  in technical documentation
Maximum inlet pressure 
	 Water	 150 psi (1034 kPa) G7, G7S 
		  250 psi (1724 kPa) G7...250, 	
		  G7S...250
Maximum differential	  
	 pressure (DP) 
	 Water	 25 psi (172 kPa) G7, G7...250	
		  50 psi (345 kPa) G7S,G7S...250
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Control Valve Product Range

Electronic Butterfly Valve Product Range 
Standard Performance – Resilient Seat, 2-way and 3-way Valves

2-way Suitable Actuators

Valve 
Nominal Size Type Spring 

Return
Non-Spring 

Return

Cv  
90°

Cv 
 60° Inches DN  

[mm] 2-way HSU HS HSU HS HSU HS HSU HS

115 44 2 50 F650HS(U)

AF
 S

er
ie

s

AF
 S

er
ie

s

AM
 S

er
ie

s

AM
 

SY
 S

er
ie

s

SY
 S

er
ie

s

196 75 2½ 65 F665HS(U) 

302 116 3 80 F680HS(U) 

GM600 230 4 100 F6100HS(U)

GM1022 392 5 125 F6125HS(U)

1579 605 6 150 F6150HS(U)

3136 1202 8 200 F6200HS(U)

5340 2047 10 250 F6250HS(U)

8250 3162 12 300 F6300HS(U)

11917 4568 14 350 F6350HS 

16388 6282 16 400 F6400HS 

21705 8320 18 450 F6450HS 

27908 10698 20 500 F6500HS 

43116 16528 24 600 F6600HS 

73426 28146 30 750 F6750HS 

3-way Suitable Actuators

Valve 
Nominal Size Type Spring

Return
Non-Spring 

Return

Cv  
90°

Cv  
60° Inches DN 

[mm] 3-way HSU HS HSU HS HSU HS HSU HS

115 44 2 50 F750HS(U)

AF
 S

er
ie

s

AF
 S

er
ie

s AM

AM

GM
 S

er
ie

s

SY
 S

er
ie

s

SY
 S

er
ie

s

196 75 2½ 65 F765HS(U)

GM
 S

er
ie

s

302 116 3 80 F780HS(U)

600 230 4 100 F7100HS(U)

1022 392 5 125 F7125HS(U)

1579 605 6 150 F7150HS(U)

3136 1202 8 200 F7200HS(U)

5340 2047 10 250 F7250HS(U)

8250 3162 12 300 F7300HS(U)

11917 4568 14 350 F7350HS 

16388 6282 16 400 F7400HS 

21705 8320 18 450 F7450HS 

27908 10698 20 500 F7500HS

43116 16528 24 600 F7600HS

Actuator Specifications
Control type	 On/Off, Floating Point,  
		  Proportional, 2-10 VDC		
		  Multi-Function Technology (MFT)
Manual override	 all models
Electrical connection	 3 ft [1m] cable with  
		  ½” conduit fitting, 2 (½”) 	
		  conduits (SY)

Valve Specifications
Service	 chilled or hot water,  	  
		  60% glycol, steam to 50 psi
Flow characteristic	 modified equal percentage,	
		  unidirectional
Action	 quarter turn, mechanically 	
		  limited	
Sizes	 2” to 30”
Type of end fitting	 125/150 flanged
Materials				  
	 Body	 cast iron fill lug 
	 Disc	 304 stainless steel 		
	 Seat	 EPDM			 
	 Body pressure	  
	 Shaft	 416 stainless
Media temp range	 -22°F to 250°F		
		  (-30°C to 120°C)
Close-off pressure	 HSU 50 psi max DP 
		  HS 200 psi max DP 	
Leakage	 bubble tight shut-off

Applications
These valves are designed to meet the needs of commercial 
and industrial HVAC applications requiring positive 
shutoff for liquids at higher pressure and temperatures. 
Applications include chiller isolation, cooling tower 
isolation, change-over systems, large air handler coil 
control and bypass including related process control.

Mode of Operation
Butterfly valves allow higher flows with relatively low 
pressure loss from the valves, and are typically used for 
isolation or flow control for valve openings between 30 to 
70 degrees of full open.  At valve openings greater than 70 
degrees, the pressure loss of a butterfly valve is too low to 
produce any significant effect on flow or the energy loss 
of a flow system. Butterfly valves can be controlled with a 
maintenance-free electronic actuator or manually with an 
ergonomic, wear-free plastic handle or gear operator.

Product Features
Unique body seat and disc design ensuring positive valve 
sealing to help assure leak free performance in water 
applications while maintaining low seating torque.
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2-way Valves Suitable Actuators

Valve 
Nominal 

Size
Type Spring 

Return Non-Spring Return

Cv 
90°

Cv 
60° Inches ANSI 150 2-way ANSI 300 2-way 150 300 150 300 150 300

102 56 2 F650-150SHP F650-300SHP 

AF
 S

er
ie

s

AF
 S

er
ie

s

GM
 S

er
ie

s

GM
 S

er
ie

s

SY
 S

er
ie

s

SY
 S

er
ie

s

146 80 2½ F665-150SHP F665-300SHP 

228 125 3 F680-150SHP F680-300SHP 

451 248 4 F6100-150SHP F6100-300SHP 

714 392 5 F6125-150SHP F6125-300SHP 

1103 607 6 F6150-150SHP F6150-300SHP 

2064 1135 8 F6200-150SHP F6200-300SHP 

3517 1934 10 F6250-150SHP F6250-300SHP 

4837 2660 12 F6300-150SHP F6300-300SHP 

6857 3592 14 F6350-150SHP  F6350-300SHP 

9287 4865 16 F6400-150SHP  F6400-300SHP 

11400 6270 18 F6450-150SHP F6450-300SHP 

14420 7590 20 F6500-150SHP  F6500-300SHP 

22050 11550 24 F6600-150SHP  F6600-300SHP 

34388 18012 30 F6750-150SHP  n/a

Note: Cv values listed for ANSI Class 150 Butterfly Valves.  Please consult the technical documentation for ANSI Class 300 Cv values 
and configurations.

3-way Valves Suitable Actuators

Valve 
Nominal 

Size
Type Spring 

Return Non-Spring Return

Cv 
90°

Cv 
60° Inches ANSI 150 3-way ANSI 300 3-way 150 300 150 300 150 300

102 56 2 F750-150SHP F750-300SHP 

AF
 S

er
ie

s

AF
 S

er
ie

s

GM
 S

er
ie

s

GM
 S

er
ie

s

SY
 S

er
ie

s

SY
 S

er
ie

s

146 80 2½ F765-150SHP F765-300SHP 

228 125 3 F780-150SHP F780-300SHP 

451 248 4 F7100-150SHP F7100-300SHP 

714 392 5 F7125-150SHP F7125-300SHP 

1103 607 6 F7150-150SHP F7150-300SHP 

2064 1135 8 F7200-150SHP F7200-300SHP 

3517 1934 10 F7250-150SHP F6250-300SHP 

4837 2660 12 F7300-150SHP F7300-300SHP 

6857 3592 14 F7350-150SHP F7350-300SHP 

9287 4865 16 F7400-150SHP F7400-300SHP 

11500 3270 18 F7450-150SHP F7450-300SHP 

14420 7590 20 F7500-150SHP F7500-300SHP 

22050 11550 24 F7600-150SHP F7600-300SHP 

Note: Cv values listed for ANSI Class 150 Butterfly Valves.  Please consult the technical documentation for ANSI Class 300 Cv values 
and configurations.

Control Valve Product Range

Electronic Butterfly Valve Product Range 
High Performance - RTFE Seat, 2-way and 3-way valves

Actuator Specifications
Control type	 On/Off, Floating Point,  
		  Proportional, 2-10 VDC		
		  Multi-Function Technology (MFT)
Manual override	 all models
Electrical connection	 3 ft [1m] cable with  
		  ½” conduit fitting, 2 (½”) 	
		  conduits (SY)

Valve Specifications
Service	 chilled or hot water,  	  
		  60% glycol, steam to 50 psi
Flow characteristic	 modified equal percentage,	
		  unidirectional
Action	 quarter turn, mechanically 	
		  limited	
Sizes	 2” to 30”
Type of end fitting	 ANSI Class 150/300 flanged
Materials				  
	 Body	 carbon steel full lug		
	 Disc	 316 stainless steel 		
	 Seat	 RPTFE			 
	 Body pressure	 ASME/ANSI Class 150/300	
	 Shaft	 17-4 PH stainless
Media temp range	 -22°F to 400°F		
		  (-30°C to 204°C)
Close-off pressurel	 ANSI Class 150 to 285 psi 
      		 @ 100°F			 
		  ANSI Class 300 to 725 psi 	
		  @ 100°F 	
Leakage	 bubble tight shut-off

Applications
These valves are designed to meet the needs of commercial 
and industrial HVAC applications requiring positive 
shutoff for liquids at higher pressure and temperatures. 
Applications include chiller isolation, cooling tower 
isolation, change-over systems, large air handler coil 
control and bypass including related process control.

Mode of Operation
Butterfly valves allow higher flows with relatively low 
pressure loss from the valves, and are typically used for 
isolation or flow control for valve openings between 30 to 
70 degrees of full open.  At valve openings greater than 70 
degrees, the pressure loss of a butterfly valve is too low to 
produce any significant effect on flow or the energy loss 
of a flow system. Butterfly valves can be controlled with a 
maintenance-free electronic actuator or manually with an 
ergonomic, wear-free plastic handle or gear operator.

Product Features
Unique body seat and disc design ensuring positive valve 
sealing to help assure leak free performance in water 
applications while maintaining low seating torque.
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Control Valve Product Range

VS/VSS Ball Valve Product Range
B2...VS/VSS, B3...VS, B6...VS								      
			 

Valve Nominal Size Type Suitable Actuators

Cv Inches DN [mm] 2-way  
NPT

3-way  
NPT

2-Way 
Flanged

Spring 
Return

Non-Spring 
Return

1 ½ 15 B212VS

LF
 S

er
ie

s

LM
 S

er
ie

s

SY
 S

er
ie

s

2 ½ 15 B213VS

4 ½ 15 B214VS

15 ½ 15 B215VS

30 ¾ 20 B219VS

NF
 

Se
rie

s

NM
 

Se
rie

s

51 ¾ 20 B220VS

43 1 25 B224VS

AF
 S

er
ie

s

AM
 S

er
ie

s

68 1 25 B225VS

48 1¼ 32 B232VS

84 1½ 40 B239VS

GM
 S

er
ie

s177 1½ 40 B240VS

108 2 50 B249VS

389 2 50 B250VS

503 2½ 65 B265VS

370 3 80 B280VS

15 ½ 15 B215VSS

LF
 

Se
rie

s

NM
 

Se
rie

s

30 ¾ 20 B219VSS

43 1 25 B224VSS

AF
 S

er
ie

s AM
 

Se
rie

s

48 1¼ 32 B232VSS

84 1½ 40 B239VSS

GM
 S

er
ie

s

108 2 50 B249VSS

503 2½ 65 B265VSS

370 3 80 B280VSS

4.8 ½ 15 B315VS LF LM

11 ¾ 20 B320VS NF

NM
 

Se
rie

s

21 1 25 B325VS

AF
 S

er
ie

s

33 1¼ 32 B332VS AM

49 1½ 40 B340VS

GM
 

Se
rie

s

91 2 50 B350VS

330 2 50 B650VS

SY
 S

er
ie

s

420 2½ 65 B665VS

600 3 80 B680VS

1200 4 100 B6100VS

3300 6 150 B6150VS

9000 8 200 B6200VS

12400 10 250 B6250VS

Applications
• �Water-side control of air handling apparatus in ventilation 

and air-conditioning systems	
• Water/Steam control in heating systems		
				  
Mode of Operation
The control valve is operated by an electronic actuator 
that responds to a standard voltage for on/off control, by 
a proportional VDC/4…20 mA, or 3-point control system. 
The actuator will then move the ball of the valve to the 
position dictated by the contol signal thus change the flow.
			 

Product Features
Modified equal percentage of flow for B2, B3 and B6. 
Modified linear flow for B3. 
 
 
Actuator Specifications
Control type	 On/Off, Floating Point, 
		  Proportional, 2-10 VDC		
		  Multi-Function Technology (MFT)
Manual override	 LM, NM, GM, AM, SY, AF
Electrical connection	 3 ft [1m] cable with  
		  ½” conduit fitting

Valve Specifications
Service	 chilled or hot water, 		
		  60% glycol or steam
Flow characteristic	 modified equal percentage 	
		  (2-way), modified linear 	
		  (3-way)

Sizes	 ½” to 10”
Type of end fitting	 NPT (B2...VS & B3.. VS)	
		  flanged (B6...VS)	
Materials				  
	 Body	 bronze (B2...VS & B3...VS), 	
		  stainless steel (B2...VSS), cast 	
		  iron (B6...VS)   		
	 Stem	 stainless steel 		
	 Ball	 stainless steel		
	 Seats	 MPTFE			 
	 Packing	 RPTFE
Pressure rating	 Up to 2000 psig WOG
Media temp range 
	 B2...VS, B3...VS	 -22°F to 280°F [-30°C to 138°C] 
	 B2...VSS	 -22°F to 298°F [-30°C to 148°C]
Maximum inlet pressure 
	 Steam	 35 psi	 B2...VS, B6...VS 
		  50 psi	 B2...VSS
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We set standards. 

           www.belimo.com

Why replace the valve when only the 
actuator needs replacing?

Retrofit solutions for valves 
and damper actuators.

Belimo offers easy retrofit solutions for 
valve and damper actuators which 
increase the quality and reliability of your 
entire system. Belimo actuators lead the 
industry in cutting-edge technology and 
value. Whether electronic or pneumatic, 
there is a simple way to retrofit.

Retrofit options easy to choose,  
simple to install.
Solutions for valve and control 
manufacturers such as Siemens®, 
Johnson Controls®, Honeywell®, 
Invensys®, Robertshaw®, Siebe, Barber 
Colman®, Landis®, Powers®, Warren®, 
Apollo®, Bray®, Centerline®, Challenger®, 
Chemtrol®, Dezurik®, Flowseal®, FNW®, 
Gruvlok®, Hammond®, Keystone®, 
K-LOK®, Metraflex®, Milwaukee®, 
Mueller®, Nibco®, PDC®, Quartermaster®, 
Victaulic®, Watts® and many more.
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Belimo Platinum Distributors

ACR Supply Company Inc.
2719 Hillsborough Road
Durham, NC 27705
Phone: 919-286-2228 
With branches in NC

Aireco Supply
9120 Washington Boulevard
Savage, MD 20763-0414
Phone: 301-953-8800
With branches in MD, VA

Amcon Controls, Inc.
11906 Warfield Street
San Antonio,TX 78216
Phone: 210-349-6161 
With a branch in Houston, TX

Applied Automation
A Wilson Mohr Company
3186 South Washington Street, #230
Salt Lake City, UT 84115
Phone: 801-486-6454

Boston Aircontrols, Inc.
8 Blanchard Road
Burlington, MA 01803
Phone: 781-272-5800

Charles D. Jones Co.
445 Bryant Street, Unit #1
Denver, CO 80204-4800
Phone: 800-777-0910
With branches in CO, MO, KS

Climatic Control Div/ICD
5061 W. State Street
Milwaukee, WI 53208
Phone: 800-242-1656
With branches in WI

Cochrane Supply and Engineering, Inc.
30303 Stephenson Highway
Madison Heights, MI 48071-1633
Phone: 800-482-4894
With branches in MI and Maumee, OH

Columbus Temperature Control
1053 E. 5th Avenue
Columbus, OH 43201
Phone: 800-837-1837

Controlco
5600 Imhoff Drive, Suite G
Concord, CA 94520
Phone: 925-602-7728
With branches in CA, NV

Edward C. Smyers & Co.
223 Fort Pitt Boulevard
Pittsburgh, PA 15222-1505
Phone: 412-471-3222

Engineered Control Systems
4805 N.W. 79th Avenue
Suite 11
Miami, FL 33166
Phone: 305-418-8901 
With branches in FL 

First Source Distributors, LLC
710 Peninsula Lane, Suite E
Charlotte, NC 28273
Phone: 800-670-5977

G & O Thermal Supply
5435 N. Northwest Highway
Chicago, IL 60630
Phone: 773-763-1300
With branches in IL

Industrial Controls Distributors LLC
1776 Bloomsbury Avenue
Wanamassa, NJ 07712
Phone: 800-631-2112
With branches in 
GA, KY, IN, MA, ME, NC, NY, OH, PA, TN

Interstate HVAC Controls
30 Vineland Street
Brighton, MA 02135 
Phone: 617-782-9000

Jackson Controls
1708 E. 10th Street
Indianapolis, IN  46201
Phone: 317-231-2200

M & M Controls
9E West Aylesbury Road
Timonium, MD 21093
Phone: 410-252-1221
With a branch in Alexandria, VA

MICONTROLS, Inc.
6516 5th Place South
Seattle, WA 98124
Phone: 800-877-8026
With branches in WA, OR

Meier Supply
123 Brown Street
Johnson City, NY 13790		
Phone: 607-797-7700 
With branches in NY, PA

Minvalco, Inc.
3340 Gorham Avenue
Minneapolis, MN 55426-4267
Phone: 952-920-0131 
With branches in MN

RSD/Refrigeration Supply Distribution	
26021 Atlantic Ocean Drive
Lake Forest, CA 92630
Phone: 949-380-7878
With branches in 
CA, NV, OR, AK, AZ, ID, UT, WA, MT

Saint Louis Boiler Supply, Co. 
617 Hanley Industrial Court
St. Louis, MO 63144
Phone: 314-962-9242

South Side Control Supply, Co. 
488 N. Milwaukee Avenue
Chicago, IL 60610-3923
Phone: 312-226-4900
With branches in IL, IN

Stromquist and Company
4620 Atlanta Road
Smyrna, GA 30080
Phone: 404-794-3440
With a branch in Orlando, FL

Temperature Control Systems
10315 Brockwood Road
Dallas, TX 75238
Phone: 214-343-1444
With branches in OK, TX 

Tower Equipment Co., Inc.
1320 West Broad Street
Stratford, CT 06615
Phone: 800-346-4647

Twinco Supply Corporation
55 Craven Street
Huntington Station, NY 11746-2143
Phone: 800-794-3188
With branches in NY

U
S

A

C
A

N
A

D
A For a complete list of distributors 

in Canada, please visit our 
website: www.belimo.ca
or call toll free: 866-805-7089
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Belimo worldwide: www.belimo.com

BELIMO Americas
USA Locations, 43 Old Ridgebury Road, Danbury, CT 06810
Tel. 800-543-9038, Fax 800-228-8283, marketing@us.belimo.com

1675 East Prater Way, Suite 101, Sparks, NV 89434
Tel. 800-987-9042, Fax 800-987-8875, marketing@us.belimo.com

Canada Locations, 14/16 – 5716 Coopers Avenue, Mississauga, Ontario L4Z 2E8
Tel. 866-805-7089, Fax 905-712-3124, marketing@us.belimo.com

Latin America Customer Service, Tel. 203-791-8396, Fax 203-791-9139, marketing@us.belimo.com
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