


SUMP & SEWAGE ACCESSORIES

Sump Pump Check Valves

o Full Port Valve Design
o Flapper designed to open fully, preventing debris
from building up or getting caught, ensuring

proper sealing
‘ BSC-125/150-SXS ‘
BSC-150

BSC-125-B

PVC Swing Check Valves

PVC Compression Swing Check
e Sizes Available: 1 1/4 “ - 3"

PVC Solvent Weld Swing Check
o Sizes Available: 1/2” - 4”

PVC Compression Fit Swing Check S —
o Size:11/4"X11/2" |

PVC Backwater Valve
o Sizes Available: 3” - 4” |

o Full flow design
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PVC Compression
Swing Check

PVC Compression Fit
Swing Check

Drain Kits
e Available with
or without check valve P
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Distributed By:

e BSC-150-SRS can be threaded
directly into pump discharge

e Valves come with all stainless
steel clamps

e Quick and easy inline use

e Rubber sleeves on both inlet
sides of the valve

o Valves come with four stainless
steel clamps

o No metallic parts, corrosion resistant

o Durable PVC construction

BSC-150-SRS Sump/Sewage
BSC-125-SB Check Valve
TH T -
i
{
b
PVC Solvent Weld PVC Backwater Valve
Swing Check o All hubs are Schedule 40
e Gasketed flapper ensures a water
tight seal
Accessories
The Water Box Cable Weight

e Impact resistant

e Accepts most any
non-corrosive PVC housing

submersible pump
e 10 gallon capacity




