


BOSHART
TECHNICAL INFORMATION

Heavy Duty Cast Iron Handle Pivot Connector One Piece Plunger
» Handle is designed with a longer hand grip for « One piece zinc plated, complete with a square » One piece plunger (Buna-N material) provides a
comfortable operation. head set screw. positive seal, easy adjustment and replacement
* Locking eye is a standard feature. « Allows easy linkage adjustment without disassembly. after years of service.
Heavy Duty Cast Iron Head Valve Body Draw Straps
* Designed to provided excellent flow characteristics « Double bypass design offers superior flow rates. + Double zinc plated to prevent corrosion.
and reduce friction loss. « Self draining bleeder, tapped 1/8” prevents riser » Designed to provide smooth operation with
* Heavy wall construction prevents damage. pipe and hyrdrant head from freezing. limited play in the linkage.
* Convenient and durable bucket hook.
« Head tapped with 3/4” FPT outlet. Easy Maintenance & Repair Stainless Steel Operating Rod
» Removable solid brass nozzle, 3/4” male garden  * Maintenance and repairs to the hydrant can be + Reduces wear on stem packing.
hose connection. done completely above ground, no digging required. « Excellent corrosion resistance.
* The design enables the entire inner parts assembly
Double O-Ring Sealing System to be removed to replace worn parts after years of  Installation Accessories
 Ensures a positive seal between the hydrant service. » Hydrant elbows and tees available for
and stainless steel operating rod. « Simply loosen the hydrant head, the inner parts connection to flexible poly pipe.
» Required O-Rings can be easily replaced after swivel freely. The head, connecting rod and plunger
years of wear and service. can be pulled out as a single unit.

» Double O-Ring System replaces stem packing. Connecting Rod/Galvanized Pipe

Lever Control/Adjustable Flow Rates « 3/8” Steel connecting rod. 3/4” FPT Inlet
« The Adjustable set screw allows the handle to be 1" Galvanized ASTM A53 schedule 40 stand pipe.
locked in any position to regulate flow. « Available in an optional 1” #304 Stainless steel Tests were performed on a 4 ft. bury
stand pi 60
pipe.
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Smooth Lever Operation 5

» Handle works on a CAM principle and is
positioned to ensure that the operating rod pulls 45
in a true vertical motion preventing premature
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wear due to side pull on the O-Ring system. 2 e
* Drain hole will always open and close with § 35 =
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Water System Pressure (PSI)
Reference Part Number UPC #777808+  Description Material
A 13YH-HO1 313051 Head Casting Cast Iron
B 13YH-H02 313068 Lever Casting Cast Iron
(o] 13YH-HO03 313075 Coupling Steel
D 13YH-H04 315444 Operating Rod #304 Stainless Steel
5 E 13YH-H05 315451 O-Ring (2) Nitrile Buna-N
|| F 13YH-H06 313105 3/4” Packing Nut Brass
\\ G 13YH-HO07 313112 1" Pivot Connector  Zinc Plated Steel
H 13TH-HO8 313181 Set Screw Stainless Steel
Q| | 13YH-H09 313136 Draw Strap Zinc Plated Steel
> J 13YH-H10 315468 Lever Bolt Stainless Steel
K 13YH-H11 313204 Locking Nut Nylon
L 13YH-H12 313211 Hose Bibb Adapter ~ Brass
M 13YH-H13 324712 Wing Nut Stainless Steel
N 13YH-PO1 313259 Plunger Assembly Brass & Buna-N
[¢] 13YH-VB0O7 313402 3/4” Valve Body Bronze
0—y l I - 0} 13TH-VB10 313419 1" Valve Body Bronze
N P 13YH-ZPR + length 3/8” Connecting Rod 1018 Cold Rolled Steel
Q 13YH-GP10 + length 1” Stand Pipe Galvanized Steel
- Q (optional) 13YH-SS10T + length 1” Stand Pipe #304 Stainless Steel




